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RUBBER-METAL GASKETS CPI-RM TYPE G-ST 

Rubber-Metal gaskets have amassed a wide range of applications in sealing 

technology. Wherever the secure sealing of media with an exceptionally low leak rate, 

as well as low bolt loads at relatively low temperatures is required, rubber-metal 

gaskets provide the optimal solution. 

 

These are used in a range of sectors: steel works, pharmaceutical industries, food 

producers, petrochemical and chemical sectors and electricity stations and can be used 

where there is water and any type of gas. 

 

Thanks to their special structure they can compensate for any irregularities and any 

inexact alignment of the flange also with minimum clamping thus, resulting in less 

wear and tear on the flange sealing surfaces. 

 

The Rubber-Metal gaskets CPI-RM type GS-T has been used many years in any 

pipeline work with great result. 

 

The more common applications are in Steel factories, energy plants, petrochemical, 

pharmaceutical, and gas industries and many worldwide water companies. 
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Features and properties 

These joints are produced by means of a rubber vulcanization process, on a flat metal 

ring, obtained through a shearing process to guarantee suitable isolation of the ring 

and thus, impede separation when used in extreme conditions. The inner ring 

increases resistance to pressure and various types of metals can be used to produce it 

as well as different types of rubber for producing the vulcanized sheathing; in turn it 

can be produced in different sections.  

 

Advantages 

 Improved blow-out safety. 

 Perfect sealing at lower bolt loads. 

 Suitable for fragile components like plastic flanges. 
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Known as G-ST joints, these joints are available in DIN and ASA sizes, and in different material 

qualities. 

 

Technical Data 

Pressure: 25 bar. 

Temperature: 

EPDM -30 ~ 120º C 

NBR -25 ~ 70º C 

FKM -20 ~ 200º C 
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